
FM Mono Band Hand Held Transceiver

VX-120/E•170/E Series
(8-Key Version / 16-Key Version)    

Features
• 5W FM Transceiver
• Wide Receiver Coverage
• IPX7 Submersible 3 feet (1m) for 30 minutes 
• Loud Audio 700 mW via Internal Speaker
• Long Life Battery FNB-83 (7.2 V/1400 mAh)  
    included
• Huge Display (LCD) 
• Enhanced Paging and Code Squelch (EPCS)
• CTCSS/DCS included
• Security Password Feature
• Direct Keypad Frequency Entry 
    (VX-170 Series)
• Transmit Time-Out Timer (TOT)
• Automatic Power-Off (APO)
• Automatic Repeater Shift (ARS)
• YAESU’s exclusive ARTS™  
    (Auto-Range Transponder System)
• RF Squelch Circuit
• 200 Standard Memory Channels with 10 
    Memory Banks
• Alpha-Numeric Labeling of Memories
• Dual Watch (Priority Channel Scanning)
• Emergency Feature
• Smart Search Memories
• Internet Connection (WiRES-ll) Feature
• Direct DTMF Operation (VX-170 Series)
• DTMF Memory
• DTMF Pager (Requires Optional FTD-7)
• EAI: Emergency Automatic ID 
    (except U.S. version) 
• BCLO (Busy Channel Lock Out)
• Cloning 
• Keypad/LCD Illumination
• External DC Jack (6-16 V DC)

Waterproofing specifications are assured 
only when using the genuine YAESU FNB-
83 Battery Pack or FBA-25A Battery Holder. 
The use of after-market batteries or other 
accessories may compromise the effectiveness 
of the waterproofing.

VX-120/E Series
( 8-Key Version)

VX-170/E Series
( 16-Key Version)

VX-120/E•170/E  VHF VX-127/E•177/E  UHF
*E for European Version

(VX-120E / 170E / 127E / 177E)


