
VHF/UHF Portable Radios 

Rugged, Durable Portables 
with Unmatched Operating 
    LIGHT WEIGHT AND COMPACT SIZE
    16 CHANNEL CAPACITY
    5 WATTS POWER OUTPUT 
    (Selectable to 1 Watt)
    8-CHARACTER ALPHANUMERIC DISPLAY 
    MIL-STD 810 C/D/E
    RUGGED CONSTRUCTION
    LOUD, CLEAR AUDIO OUTPUT
    12.5/25 kHz BANDWIDTH    
    PROGRAMMABLE BY CHANNEL
    3 PROGRAMMABLE FRONT-PANEL  
    FUNCTION KEYS
    CTCSS/DCS ENCODE + DECODE
    DTMF ANI 
    DUAL 2-TONE DECODE
    MULTI-MODE SCAN
    (incl. Dual Watch, Priority, Follow-Me)
    ARTS™ (Auto-Range Transponder System)
    BCLO, BTLO, AND TOT FUNCTIONS
    TX/RX BATTERY SAVER CIRCUIT
    PC PROGRAMMING
    RADIO-TO-RADIO CLONING

VX-180 SERIES

Actual Size
* Simulated LCD display



Out of Range

*ARTS: This system informs you when 
you and another ARTS-equipped station 
are within communications range. 

Moving

FNB-64 
7.2 V 700 mAh Ni-Cd Battery Pack

FBA-25 
Alkaline Battery Case(6 X AA)

FNB-V57 
7.2 V 1100 mAh Ni-Cd Battery Pack

VAC-6800 
6-unit Multi Charger

VCM-1
Mobile Mounting Bracket for VAC-800

MH-45B4B 
Speaker/Microphone (Noise Cancelling)

MH-37A4B 
Earpiece/Microphone

VC-25 
VOX Headset

CE44
Programming Software

CT-27 
Radio to Radio Programming Cable

CT-42A 
Radio Programming Cable

ARTS“ (Auto Range Transponding System)

LCC-180 / S
Leather Case(S for swivel belt clip) 

8-CHARACTER ALPHANUMERIC DISPLAY
Providing indication of either the channel number or an 
Alphanumeric Channel Label of up to 8 characters, the LCD 
display also provides convenient operation function icons 
to provide instant recognition of radio status.

3 PROGRAMMABLE OPERATING FUNCTION KEYS
Customization of feature access is easily accomplished 
at the time of programming. Flexibility in assignment 
of features ensures compatibility with existing-
system requirements.

¥Water Resistant Construction  

DUAL 2-TONE DECODE
This built in feature allows you to decode up to two, 2-tone pairs per 
channel.  These can be used for two individual pager calls, or one for 
Individual and one for Group call.

Standard MIL 810C 
Methods/Procedures

MIL 810D 
Methods/Procedures

MIL 810E 
Methods/Procedures

Low Pressure 
High Temperature 
Low Temperature 
Temperature Shock     
Solar Radiation             
Rain
Humidity                        
Salt Fog
Dust
Vibration                           514.2/Procedure VIII
Shock                               516.2/Procedure I

500.2/Procedure I
501.2/Procedure I, II
502.2/Procedure I, II
503.2/Procedure I
505.2/Procedure I
506.2/Procedure II
507.2/Procedure II
509.2/Procedure I
510.2/Procedure I
514.3/Procedure I Cat. 10
516.3/Procedure I, IV

500.3/Procedure I
501.3/Procedure I, II
502.3/Procedure I, II
503.3/Procedure I
505.3/Procedure I
506.3/Procedure II
507.3/Procedure II
509.3/Procedure I
510.3/Procedure I
514.4/Procedure I Cat. 10
516.4/Procedure I, IV

APPLICABLE MIL-STD
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*B for 120 VAC/ C for 240 VAC/ U for 230 VAC

VAC-800B/C/U* for FNB-64áV57
VAC-810B/C/U* for FNB-V67LI
Desktop Rapid Charger

NC-77B/C/U* Not for FNB-V67LI
Overnignt Desktop Charger


